o Check the Box content

Standard kit:

(PLC set)
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o Before proceeding...

Write down the MAC address of the camera. You will find the
MAC address underneath the camera (pic. 1a).

Make sure that you have an active broadband Internet connection.

Make sure you have a PC / laptop to complete the installation
process. If necessary, please install Java on this PC / laptop
(www.java.com). .

Make sure you have at least 1 port free on your broadband
router/modem (pic. 1b).

1a. MAC address on the camera 1b. Free port on router




o Connect the standard kit (without Power Line Connectors)
(Go to step 2 if you have a kit WITH PLC’s)

Switch / router

2. Connect the camera

First connect the network camera with the attached network cable to
your modem / router and then plug in the power adapter.

NOTICE: the camera can be connected to a ADSL router or switch.
For a cable modem, see www.cameramanager.com/tips.

Wait until the light on the camera turns green and go to =i=p . When
the light does not turn green, go to www.cameramanager.com/tips

to find a solution.

Connect the wireless kit (with Power Line Connectors)
(Go to step 1 if you have a kit WITHOUT PLC’s)
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3. Connect MASTER PLC




Connect the MASTER Power Line Connector (recognizable by the grey
MASTER sticker) to your network using one of the network cables, and
connect it to the power outlet.

Check if the two lower lights have turned green (pic. 3) .

TERMINAL PLC

Power outlet

4. Connect TERMINAL PLC

Connect the TERMINAL Power Line Connector (pic. 4) to a power outlet
near to the spot where you would like to place the camera.

Check if the upper light has turned blue. When the upper light has not
turned blue within 1 minute, please try a power outlet closer to the
MASTER PLC.

Important: Do not proceed with the next step until the light is blue
continuously!

Now connect the camera (pic. 4) to the TERMINAL Power Line Connector.
Please use the other network cable.

(To connect a used camera, please reset the camera before connecting it.
Hold the reset button on the bottom of the camera for 3 seconds)

Connect the camera to the power outlet using the power adapter.

Check if the LAN light on the TERMINAL Power Line Connector
turns green (continuously or blinking). After RO Mo,
approximately 1 minute the light on the camera
should also turn green (pic 4). When the light does not
turn green, go to www.cameramanager.com/tips.

Picture 4 shows the correct setup.

Go to






